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Big features,
       small package.

E X A C T

Ergonomic EXtremely Light Accurate Cmk proven Tool

      Conformity

All electric, measuring and pneumatic power tools listed 
in this catalogue comply with the following standards: EN 
60745, EN 50144, EN 61029, EN 60335-1, EN 60825-1
 or EN 792 (depending on the model), EN 55014, EN 
61000-3-2, -3-3 or -3-11 according to the provisions of 
EU Directives 2006/95/EC, 98/37/EC (until 28.12.2009), 
2006/42/EC (as of 29.12.2009), 2004/108/EC.

Certifi ed in
accordance with

ISO 9001

Certifi cate no.: FM 30078

All specifi cations in this catalogue are based on the exclusive use of Bosch IW battery packs. All weight data corresponds to the EPTA Procedure 01/2003.

Bright LED Lighting for work area illumination

Snap-in Color Rings for easy identifi cation

One Handed Forward/Reverse Control

Repeat Protection 

Lightweight, Balanced Design for better ergonomics

Industrial Battery Design for best durability

Torque Adjustment using special tool

Highest Repeatability via Bosch clutch design

Easy Service with plug connectors and common service parts

Bosch SEC-Motor brushless motor technology

Battery Indicator with low voltage tool lockout

Joint Control Indicator provides operator feedback

Cordless Error Proofi ng via Bluetooth wireless system
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Operating instructions, pictures 
and exploded drawings can be 
downloaded directly from the 
Internet.

A spare parts service informs 
users about which spare parts 
they need – and where they can 
order them.

An overview with a single click:
    All production tools online.

An extensive online catalog including product applications 
is available at www.boschproductiontools.com. 

The tool selection is made easier by the ability to run 
comparsions between tools. For example, users can 
create a display of all air screwdrivers/wrenches and 
compare data such as power output or rpm. 

Furthermore, they fi nd the latest news about measurement 
data, innovations and new developements from Bosch 
Production Tools. Users are quickly given all relevant 
information needed to select the correct production 
tools.
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C-EXACT and PUC-EXACT.
The Industrial Screwdriver System from Bosch.

Hopefully, you will not
                    run out of screws.

C-EXACT EXACT BT-EXACT SEC-EXACT ACCESSORIES
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Durable, effi cient and user-friendly 
Combining low-voltage operation, brushless DC motor 
technology and key components from the EXACT cordless 
screwdriver line, the new C-EXACT electric screwdrivers 
provide a cost-effective tool packed with innovative 
features. The clutch provides 15% greater torque in 
reverse for loosening fasteners, if needed. A special 
tool adjusts the clutch; storing the adjusting tool away 
from the end user prevents changing of torque settings. 
Various snap-in color rings attach to the nose of the tool 
to allow users to quickly identify various torque range 
settings at the assembly line. 

Precise and stable under load 
Whether assembling computer drives, electronics or 
precision mechanical equipment, the C-EXACT is a great 
choice when precision is what matters most. 

Bosch quality testing for the C-EXACT family is extremely 
rigorous. Each C-EXACT must survive a 1,000,000 cycle 
test under load without failure or excessive adjustment 
before being released for production. Standard operational 
life must exceed 1,000,000 cycles while maintaining a 
minimum ISO 5393 standard CMK value greater than 

1.67 with a tolerance of ± 10%. Our electric tools are 
among the most accurate on the planet. 

The C-EXACT straight screwdriver 
The C-EXACT is the fi rst in a new family of straight electric 
drivers from Bosch. It is equipped with a combination 
of great features to insure that it sets new standards for 
accuracy and durability. 
� Brushless DC electric motor 
� One-handed forward/reverse 
� ESD (ElectroStatic Discharge) compliant 

The PUC-EXACT power supply 
The C-EXACT electric screwdriver uses a single PUC-EXACT 
power supply to provide clean, quiet energy to the 
brushless DC electric motor. 

The PUC-EXACT comes with a 3 meter long power cable 
to give you a power source that can be located where 
you need it. The power supply helps lower operating 
costs by providing the tool with effi cient low-voltage 
electricity.

The new C-EXACT electric screwdrivers offer much more than just a tough 
polyamide housing. High accuracy and repeatability are guaranteed, even after 
driving 1 million* screws.

* Results from Bosch endurance tests

Never lets you down, 
     even after 1 million screws

The new C-EXACT  (corded EXACT 
with 3.5 Nm, or 31 in/lbs of 
maximum torque) electric 
screwdrivers are available as a 
lever start or push start driver.

The PUC-EXACT power supply 
safely generates the low-voltage 
electricity needed for effi  cient 
operation. 
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ElectroStatic Discharge 
(ESD) compliant means the 
tool is ideal for use in the 
electronics and electrical 
industries.

C-EXACT EXACT BT-EXACT SEC-EXACT ACCESSORIES
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Order number Torque on 
hard joint 

per ISO 5393 
(Nm)

Torque on 
soft joint 

per ISO 5393 
(Nm)

Electric screwdrivers 
C-EXACT 1

0 602 495 202 0.2 – 0.8
(1.8 – 7.1 in.-lbs.)

0.2 – 0.8
(1.8 – 7.1 in.-lbs.)

0 602 495 207 0.2 – 0.8
(1.8 – 7.1 in.-lbs.)

0.2 – 0.8
(1.8 – 7.1 in.-lbs.)

Electric screwdrivers 
C-EXACT 2

0 602 495 203 0.5 – 2
(4.4 – 17.7 in.-lbs.)

0.5 – 2
(4.4 – 17.7 in.-lbs.)

0 602 495 208 0.5 – 2
(4.4 – 17.7 in.-lbs.)

0.5 – 2
(4.4 – 17.7 in.-lbs.)

Electric screwdrivers 
C-EXACT 4

0 602 495 200 0.5 – 3.5
(4.4 – 31 in.-lbs.)

0.5 – 3.5
(4.4 – 31 in.-lbs.)

0 602 495 201   US version of 0 602 495 200

0 602 495 205 0.5 – 3.5
(4.4 – 31 in.-lbs.)

0.5 – 3.5
(4.4 – 31 in.-lbs.)

0 602 495 206   US version of 0 602 495 205

C-EXACT
Electric screwdriver 

� Rugged and durable
Bosch endurance test 
for over one million cycles

� Bosch SEC motor
All models feature brushless 
motor technology

� High shut-off accuracy
with very low tolerance

� Broad torque range
� Optic and acoustic signals 

for shut off

� Robust and durable design
� Indicators for power and overload
� Available in a single and 

triple connector version
� Built-in thermostatically controlled 

cooling fan

PUC-EXACT
Power supply 

Order number Input voltage
(V)

Input frequency
(Hz)

Power supply PUC-EXACT 1 0 602 495 001 100 – 240 AC 50 – 60

0 602 495 002 100 – 240 AC 50 – 60

Power supply PUC-EXACT 3 0 602 495 003 100 – 240 AC 50 – 60
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Speed
(rpm)

Voltage
(V)

Power
(W)

Rotoation
direction

Weight
(kg / lbs)

Features Included accessories

1000 36 DC 360 R/L 0.65 / 1.4 Lever start 2.5 meter / 8.2 ft. long cable 
suspension hook
green color ring
torque adjustment tool

1000 36 DC 360 R/L 0.65 / 1.4 Push start

500 36 DC 360 R/L 0.65 / 1.4 Lever start 2.5 meter / 8.2 ft. long cable 
suspension hook 
white color ring 
torque adjustment tool

500 36 DC 360 R/L 0.65 / 1.4 Push start

1000 36 DC 360 R/L 0.65 / 1.4 Lever start 2.5 meter / 8.2 ft. long cable 
suspension hook 
grey color ring 
torque adjustment tool

1000 36 DC 360 R/L 0.65 / 1.4 Push start

Power consumption
(W)

Output voltage
(V)

Features Included accessories

400 36 DC Power supply for one
C-EXACT

3 meter / 9.8 ft. power cable
European plug

400 36 DC Power supply for one
C-EXACT
US-version

3 meter / 9.8 ft. power cable
American plug

400 36 DC Power supply for three
C-EXACT

3 meter / 9.8 ft. power cable
European plug

C-EXACT EXACT BT-EXACT SEC-EXACT ACCESSORIES
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The Bosch EXACT and 
ANGLE EXACT cordless 
shut-off screwdrivers fi t 
every application!

C-EXACT EXACT BT-EXACT SEC-EXACT ACCESSORIES
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EXACT
Centre-grip cordless screwdrivers

� Precision Shut-off clutch exceeds
ISO tolerance of ±10%

� Lightweight
� Broad torque range
� Trigger repeat protection
� LED/audible battery charge

indicators disable tool when
voltage drops below threshold; 
tool stays “in-process” regardless 
of battery condition

� LED/audible shut-off indicator
provides operator feedback for
clutch signal to confi rm good/bad
joint status 

� Bright LED light 
for work area illumination

� All models feature trigger hand
forward/reverse control

� Tools share many common parts
� Color rings are used to identify 

joint types on the assembly line
� Protective rubber cover available

for quick-change bit holder
� Tool holding fi xtures available
� All models can be hung from 

balancer using accessory hook 

Order number Torque on
hard joint 

per ISO 5393
(Nm)

Torque on
soft joint 

per ISO 5393
(Nm)

EXACT 2
very precise in the
lower torque range

0 602 490 433 0.6 – 2
(0.4 – 1.5 ft.-lbs.)

0.6 – 2
(0.4 – 1.5 ft.-lbs.)

0 602 490 460      (US version of 0 602 490 433)
0 602 490 434 0.6 – 2

(0.4 – 1.5 ft.-lbs.)
0.6 – 2

(0.4 – 1.5 ft.-lbs.)

0 602 490 450      (US version of 0 602 490 434)
EXACT 4
high speed for
short cycle times

0 602 490 437 1 – 4
(0.7 – 3 ft.-lbs.)

1 – 4
(0.7 – 3 ft.-lbs.)

0 602 490 461      (US version of 0 602 490 437)
0 602 490 438 1 – 4

(0.7 – 3 ft.-lbs.)
1 – 4

(0.7 – 3 ft.-lbs.)

0 602 490 451      (US version of 0 602 490 438)
EXACT 6
combination of 
speed and torque

0 602 490 431 1 – 6
(0.7 – 4.4 ft.-lbs.)

1 – 6
(0.7 – 4.4 ft.-lbs.)

0 602 490 462      (US version of 0 602 490 431)
0 602 490 432 1 – 6

(0.7 – 4.4 ft.-lbs.)
1 – 6

(0.7 – 4.4 ft.-lbs.)

0 602 490 452      (US version of 0 602 490 432)
EXACT 7
slow screwdriver
e.g. for hose clamps

0 602 490 439 1.5 – 7
(1.1 – 5.2 ft.-lbs.)

1.5 – 7
(1.1 – 5.2 ft.-lbs.)

0 602 490 464      (US version of 0 602 490 439)
0 602 490 440 1.5 – 7

(1.1 – 5.2 ft.-lbs.)
1.5 – 7

(1.1 – 5.2 ft.-lbs.)

0 602 490 454      (US version of 0 602 490 440)
EXACT 8
power speed

0 602 490 443 1.5 – 8
(1.1 – 5.9 ft.-lbs.)

1.5 – 8
(1.1 – 5.9 ft.-lbs.)

0 602 490 466      (US version of 0 602 490 443)
0 602 490 444 1.5 – 8

(1.1 – 5.9 ft.-lbs.)
1.5 – 8

(1.1 – 5.9 ft.-lbs.)

0 602 490 456       (US version of 0 602 490 444)
EXACT 9
high torque with
low weight

0 602 490 435 1.5 – 9
(1.1 – 6.7 ft.-lbs.)

1.5 – 9
(1.1 – 6.7 ft.-lbs.)

0 602 490 463      (US version of 0 602 490 435)
0 602 490 436 1.5 – 9

(1.1 – 6.7 ft.-lbs.)
1.5 – 9

(1.1 – 6.7 ft.-lbs.)

0 602 490 453       (US version of 0 602 490 436)
EXACT 12
highest torques

0 602 490 441 1.5 – 12
(1.1 – 9 ft.-lbs.)

1.5 – 12
(1.1 – 9 ft.-lbs.)

0 602 490 467      (US version of 0 602 490 441)
0 602 490 442 1.5 – 12

(1.1 – 9 ft.-lbs.)
1.5 – 12

(1.1 – 9 ft.-lbs.)

0 602 490 457      (US version of 0 602 490 442)
EXACT 60
extremly slow
speeds below
100 rpm

0 602 490 469 1.5 – 5.5
(1.1 – 4.1 ft.-lbs.)

1.5 – 5.5
(1.1 – 4.1 ft.-lbs.)

0 602 490 470 1.5 – 5.5
(1.1 – 4.1 ft.-lbs.)

1.5 – 5.5
(1.1 – 4.1 ft.-lbs.)

EXACT 700
high speed and 
high torque

0 602 490 447 1.5 – 8
(1.1 – 5.9 ft.-lbs.)

1.5 – 8
(1.1 – 5.9 ft.-lbs.)

EXACT 1100
highest speed

0 602 490 445 1 – 4
(0.7 – 3 ft.-lbs.)

1 – 4
(0.7 – 3 ft.-lbs.)

0 602 490 446 1 – 4
(0.7 – 3 ft.-lbs.)

1 – 4
(0.7 – 3 ft.-lbs.)
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