


MP1463-51 
■	Nominal Motor Power 
	 1 hp  /  0.745 kW
■	Reversible
■	Ball bearings on output spindle for excellent 
	 alignment and true running bits
■	 �Parts interchangeable with Master Power screwdrivers
■	Steel front end for industrial applications
■	2 step throttle for easy starts
■	Built-in no-clog mufflers for quiet operation
■	 �Hardened and ground precision parts for extended service life

MP1458-55 
■	Nominal Motor Power 
	 1.2 hp  /  0.894 kW
■	Non-reversible
■	Ball bearings on output spindle for excellent 
	 alignment and true running bits
■	 �Parts interchangeable with Master Power screwdrivers
■	Steel front end for industrial applications
■	2 step throttle for easy starts
■	Built-in no-clog mufflers for quiet operation
■	 �Hardened and ground precision parts for extended service life
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WARNING: Face & eye protection must be worn while operating power tools, per ANSI 
B186.1. Cutting tool maximum speed rating must be equal or exceed speed of air tool @ 
90 psi (620 kPa). Follow cutting tool manufacturer’s mounting & operating instructions.

It is the user’s responsibility to refer and 
comply with ANSI B7.1

MP1463-51

Model Number
Free Speed

Hp. Chuck Capacity
Length Weight Spindle Offset Air

Inlet
RPM in. mm lbs. kg in. mm

MP1463-51 1800 1.0 3/8” 6.8 172.7 2.5 1.1 .84 20.6 1/4”

MP1458-55 1400 1.2 1/2” 9.0 228.6 2.1 .95 .84 20.6 1/4”

General:
Air Inlet: 1/4” NPT – Use 1/4” (6.4 mm) I.D. hose

All tools performance rated @ 90psi (620 kPa) air pressure

Standard Equipment:
Chuck and Key
Owners Manual
Parts Sheet

MP1458-55

Pistol Grip Drills
Reversible & Non-Reversible

Pistol Grip Drills
Reversible & Non-Reversible
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WARNING: Face & eye protection must be worn while operating power tools, per ANSI 
B186.1. Cutting tool maximum speed rating must be equal or exceed speed of air tool @ 
90 psi (620 kPa). Follow cutting tool manufacturer’s mounting & operating instructions.

It is the user’s responsibility to refer and 
comply with ANSI B7.1

WARNING: Face & eye protection must be worn while operating power tools, per ANSI 
B186.1. Cutting tool maximum speed rating must be equal or exceed speed of air tool @ 
90 psi (620 kPa). Follow cutting tool manufacturer’s mounting & operating instructions.

It is the user’s responsibility to refer and 
comply with ANSI B7.1

Master Power Fastening Tools... 
A Complete Line To Help Keep 
Production Schedules Tight.
Productivity
Powerful High Torque Output – Master Power Fastening 
tools are designed to provide slightly more torque (with 
throttle wide open) than will be required for the largest fas-
tener on which the tool will be used. Variations of torque 
can be controlled by the addition of a clutch, use of less 
air pressure, or using a different RPM tool.

Integral Quick Change Chuck – Many Master Power 
pneumatic screwdrivers are equipped with quick change 
bit adapters, or ‘slip bit adapters’, to allow quick change 
and positive retention of 1/4" hex bits, bit and finder com-
binations, insert bit holders, socket adapters and many 
other accessories.

Reversibility 
– Reverse 
action is 
standard 
on all Master Power 
screwdrivers and nutrunners. The 
reversibility feature enables the 
operator to remove rusted, cross-
threaded or extra-tight fasteners to 
make assembly adjustments.

Durability
Rugged Construction/Ergonomics – 
The science of human engneering is integrity 
in the design of every Master Power Air Tool 
to provide maximum control and ease of 
handling for the operator. The weight and shape 

of a particular tool are 
determined by the 
selection of the proper 
motor for the tool’s duty 
rating. Many housings  
are shaped to fit hand 
contours while provid-
ing a lightweight, yet 
rugged and “functional 
jacket.”
Other tools have rug-
ged, functional handles 
which make the tools 
easily maneuverable 
and allow pressure to 
be applied in critical 
operations. Each hous-
ing is built to withstand 
abusive 

MP2453

MP2276

Fastening Tools
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WARNING: Face & eye protection must be worn while operating power tools, per ANSI 
B186.1. Cutting tool maximum speed rating must be equal or exceed speed of air tool @ 
90 psi (620 kPa). Follow cutting tool manufacturer’s mounting & operating instructions.

It is the user’s responsibility to refer and 
comply with ANSI B7.1

WARNING: Face & eye protection must be worn while operating power tools, per ANSI 
B186.1. Cutting tool maximum speed rating must be equal or exceed speed of air tool @ 
90 psi (620 kPa). Follow cutting tool manufacturer’s mounting & operating instructions.

It is the user’s responsibility to refer and 
comply with ANSI B7.1

use and provide years 
of maintenance-free 
service.

Heavy-Duty Spiral 
Bevel Gears – Used 
in Master Power 
angle head tools are 
made of durable, 
extra-strong materials 
to provide smooth,    
efficient power trans-
mission and long 
trouble-free service.

Planetary Gearing 
– To provide maximum service life, Master Power’s wide 
selection of planetary gearing is made from extra strong, 
specially heat treated materials. Gears are carefully engi-
neered and precision cut to special form. They achieve 
maximum strength, carry high speed and transmit power 
in a small space. The entire planetary system is amply 
supported on precision bearings and can be externallly 
lubricated.

Handleability
Push-To-Start – A standard with torque control tools   
and available with most clutch models; a real time and    
air savings feature.

Tool speed and torque requirements
The function of torque in a fastening tool is to provide 
tension in a bolt or screw . . . proper torque is a means 
of arriving at desired bolt or screw tension. On fasten-
ing tools, torque accuracy can be controlled by the kind 
of clutch used, or by motor RPM. With Master Power AIr 
Tools, increased torque con-
trol can generally be 
obtained 
by (in 
order of 
increased 
control): a positive 
clutch, an adjustable 
clutch, a torque control 
clutch, and a precision 
clutch for the most control.
Master Power Screwdrivers 
and Nutrunners are rated in terms 
of ‘free speed’ (the RPM of the drive 
spindle with no load at recommended 
air pressure and the throttle wide open). 
A calibrated torque wrench can be used 
to check torque on the job.
Proper tool speed should be selected 
so that stall torque is greater than, or at 
least equal to, the torque required for 

MP2264

MP2276

Fastening Tools
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WARNING: Face & eye protection must be worn while operating power tools, per ANSI 
B186.1. Cutting tool maximum speed rating must be equal or exceed speed of air tool @ 
90 psi (620 kPa). Follow cutting tool manufacturer’s mounting & operating instructions.

It is the user’s responsibility to refer and 
comply with ANSI B7.1

WARNING: Face & eye protection must be worn while operating power tools, per ANSI 
B186.1. Cutting tool maximum speed rating must be equal or exceed speed of air tool @ 
90 psi (620 kPa). Follow cutting tool manufacturer’s mounting & operating instructions.

It is the user’s responsibility to refer and 
comply with ANSI B7.1

the largest screw 
or bolt and nut on 
which the tool will be used. 
While lower RPM tools provide 
higher torque, and their torque can be 
more closely controlled, they increase 
fastener run-down time. Therefore, if run-
down time is an important cost factor, a 
compromise between accuracy and speed 
must be reached.

Clutch Types
Master Power fastening tools are available with Direct 
Drive or a choice of clutches: positive, adjustable, or 
Versa™, or PrecisionMaster™ (see page 35).

With a broad selection of clutches and motors, the Master 
Power line of tools covers a wide range of torque at several 
speeds. Coupled with rugged construction and integral 
drivers, these tools are suitable for an indefinite number of 
applications.

Direct drive or ”Stall Drive” rotates the fastener until 
resistance overcomes motor power and motor stalls.
Torque is set by adjusting air pressure.

Adjustable clutch offers torque range control inde-
pendent of operator pressure. When pre-set torque is 
reached, the clutch slips. Torque output is determined by 
adjusting the spring force.

Positive Clutch is a good general purpose clutch for 
soft draw applications in wood and aluminum. Torque 
output is determined by the force applied by the operator.

Versa Clutch allows the operator to externally adjust the 
engagement of the clutch plates providing a full range of 
torque (5-140 In. Lbs. – .56-15.8 Nm) “if ever there was 
an all-purpose screwdriver for all trades, this is it.” When 
torque is reached, the operator can push and re-engage 
the clutch jaws to obtain more torque.

MP2465

Screwdrivers & Nutrunners
Requirements

Screwdrivers & Nutrunners
Before Ordering
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WARNING: Face & eye protection must be worn while operating power tools, per ANSI 
B186.1. Cutting tool maximum speed rating must be equal or exceed speed of air tool @ 
90 psi (620 kPa). Follow cutting tool manufacturer’s mounting & operating instructions.

It is the user’s responsibility to refer and 
comply with ANSI B7.1

WARNING: Face & eye protection must be worn while operating power tools, per ANSI 
B186.1. Cutting tool maximum speed rating must be equal or exceed speed of air tool @ 
90 psi (620 kPa). Follow cutting tool manufacturer’s mounting & operating instructions.

It is the user’s responsibility to refer and 
comply with ANSI B7.1

clutch selection guide
	 Typical Screwdriving Jobs	 Excellent	 Good	 Fair	 Poor

	 FREE RUNNING – SUDDEN STOP
	 1.	 Auto Shut Off	 Versa Clutch	 Positive	 Direct Drive

			   Adjustable	

	 Turns easily until screw head or nut seats 
	 against a solid stop. Resistance builds up rapidly.

	 SOFT PULL-UP
	 2.	 Adjustable	 Versa Clutch	 Direct Drive	

		  Auto Shut Off	 Positive

	 Turns easily until screw head or nut seats, then		   
	 resistance builds up gradually through one or 
	 more turns as resilient material is compressed.

	 SELF TAPPING IN THICK MATERIAL
	 3.	 Versa Clutch	 Adjustable		  Auto Shut Off

		  Positive	 Direct Drive	

	 Increasingly heavy resistance through 
	 entire travel until screw head seats. Then either  
	 (A) gradual or (B) sudden final buildup of resistance.

	 SHEET METAL SCREWS
	 4.	 Versa Clutch	 Adjustable	 Positive	 Direct Drive

				    Auto Shut Off	

	 Resistance increases rapidly, eases slightly, then 
	 builds rapidly when screw head seats.

	 LOCKNUTS
	 5.	 Versa Clutch	 Adjustable	 Positive	 Auto Shut Off

			   Direct Drive	

	 Starts with heavy resistance that lasts through 		   
	 entire travel until screw or nut seats. Then either (A) 
	 gradual or (B) sudden further buildup of resistance.

	 WOOD SCREWS
	 6.	 Positive			   Adjustable

		  Versa Clutch			   Auto Shut Off

	 Starts with small resistance that steadily increases	 Direct Drive 
	 through entire travel with additional resistance as 
	 screw head seats.

Size and Type of Screw, Nut, or Bolt – When order-
ing Master Power screwdrivers and nutrunners, you must 
first know the size and type of fasteners to be used. This 
determines the proper bit or socket for the job. When 
ordering a screwdriver, the type of screw head and diam-
eter of the screw should always be specified.

Kind of Fastening Job – The kind of clutch best suited 
to a particular job depends upon the resistance character-
istics on the screw or bolt.The six most common types of 
assembly jobs are described in the table below. The table 
evaluates the performance of the clutches available for 
each kind of job.
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Screwdrivers & Nutrunners
Requirements

Screwdrivers & Nutrunners
Before Ordering
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WARNING: Face & eye protection must be worn while operating power tools, per ANSI 
B186.1. Cutting tool maximum speed rating must be equal or exceed speed of air tool @ 
90 psi (620 kPa). Follow cutting tool manufacturer’s mounting & operating instructions.

It is the user’s responsibility to refer and 
comply with ANSI B7.1

WARNING: Face & eye protection must be worn while operating power tools, per ANSI 
B186.1. Cutting tool maximum speed rating must be equal or exceed speed of air tool @ 
90 psi (620 kPa). Follow cutting tool manufacturer’s mounting & operating instructions.

It is the user’s responsibility to refer and 
comply with ANSI B7.1

MP2453

Direct Drive 
Screwdrivers
■	Torque Range
	 Up to 120 In. Lbs
	 Up to 13 Nm
■	Reversible
■	1/4” Hex Quick Change
■	Balanced design offers easy 
	 handling and control to reduce 
	 operator fatigue
■	High parts interchangeability
■	Side to center 13/16” (20.64 mm)

MP2454

Model
Number

Free
Speed

Torque Rating Wood
Screws
(in oak)

Thread
Cutting
Screws

Machine
Screws

Sheet
Metal

Screws

Length Weight Air 
ConsumptionHard Slam Soft Pull

RPM In.Lbs. Nm In.Lbs. Nm in. mm lbs. kg CFM

MP2452 2800 65 7.2 30 3.3 #8 #8 #10 #10 6.6 168 2.2 .99 22
MP2453 1800 75 8.3 55 6.1 #12 1/4” 1/4” 1/4” 5.6 168 2.2 .99 22

MP2454 1100 120 13.6 85 9.4 #14 1/4” 5/16” 5/16” 7.5 190 2.6 1.2 22
General:
Air Inlet 1/4” NPT 
Use 1/4” (6.4 mm) I.D. hose
All tools performance rated @ 90psi (620 kPa) 
air pressure.

Standard Equipment:
Owners Manual
Parts Sheet

Optional Accessories:
60538 Master Guard oil (4 oz.)
60539 Master Guard oil (1 qt.)
63593 8’ Hose Whip 1/4” I.D.
22034 Hose Line Oiler

Screwdrivers
Direct Drive

Screwdrivers
Positive Clutch
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WARNING: Face & eye protection must be worn while operating power tools, per ANSI 
B186.1. Cutting tool maximum speed rating must be equal or exceed speed of air tool @ 
90 psi (620 kPa). Follow cutting tool manufacturer’s mounting & operating instructions.

It is the user’s responsibility to refer and 
comply with ANSI B7.1

WARNING: Face & eye protection must be worn while operating power tools, per ANSI 
B186.1. Cutting tool maximum speed rating must be equal or exceed speed of air tool @ 
90 psi (620 kPa). Follow cutting tool manufacturer’s mounting & operating instructions.

It is the user’s responsibility to refer and 
comply with ANSI B7.1

MP2465

MP2465SR

Positive Clutch 
Screwdrivers
■	Torque Range
	 Up to 140 In. Lbs
	 Up to 15 Nm
■	Reversible
■	1/4” Hex Quick Change
■	Balanced design offers easy 
	 handling and control to reduce 
	 operator fatigue
■	High parts interchangeability
■	Side to center 13/16” (20.64 mm)

Model
Number

Free
Speed

Torque Rating Wood
Screws
(in oak)

Thread
Cutting
Screws

Machine
Screws

Sheet
Metal

Screws

Length Weight Air 
ConsumptionHard Slam Soft Pull

RPM In.Lbs. Nm In.Lbs. Nm in. mm lbs. kg CFM

MP2464 2800 75 8.5 30 3.4 #8 — #10 #10 6.6 168 2.5 1.1 22
MP2465 1800 100 11 45 5.1 #8 1/2” 3/4” 1/4” 6.6 168 2.5 1.1 22

MP2465SR 1800 120 13.6 54 6.1 #14 1/2” 3/4” 1/4” 6.6 168 2.5 1.1 22

MP2466 1100 140 15.9 85 9.6 #14 1/4” 5/16” 5/16” 8.1 205 3.1 1.4 22
General:
Air Inlet 1/4” NPT 
Use 1/4” (6.4 mm) I.D. hose
All tools performance rated @ 90psi (620 kPa) 
air pressure.

Standard Equipment:
Owners Manual
Parts Sheet

Optional Accessories:
60538 Master Guard oil (4 oz.)
60539 Master Guard oil (1 qt.)
63593 8’ Hose Whip 1/4” I.D.
22034 Hose Line Oiler

Screwdrivers
Direct Drive

Screwdrivers
Positive Clutch



Adjustable Clutch 
Screwdrivers
■	Torque Range
	 12 - 140 In. Lbs
	 1.4 - 15 Nm
■	Reversible
■	1/4” Hex Quick Change
■	Balanced design offers easy 
	 handling and control to reduce 
	 operator fatigue
■	High parts interchangeability
■	Side to center 13/16” (20.64 mm)
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WARNING: Face & eye protection must be worn while operating power tools, per ANSI 
B186.1. Cutting tool maximum speed rating must be equal or exceed speed of air tool @ 
90 psi (620 kPa). Follow cutting tool manufacturer’s mounting & operating instructions.

It is the user’s responsibility to refer and 
comply with ANSI B7.1

WARNING: Face & eye protection must be worn while operating power tools, per ANSI 
B186.1. Cutting tool maximum speed rating must be equal or exceed speed of air tool @ 
90 psi (620 kPa). Follow cutting tool manufacturer’s mounting & operating instructions.

It is the user’s responsibility to refer and 
comply with ANSI B7.1

MP2477

MP2474

Model
Number

Free 
Speed

Torque
Screw Size Length Weight Air Consumption

Hard Slam Soft Pull
RPM In.Lbs. Nm In.Lbs. Nm in. mm in. mm lbs. kg CFM

Pistol Grip 
MP2476 2800 20-75 2.3-8.5 12-30 1.4-3.4 #10 5 8.5 216 2.9 1.3 22

MP2477 1800 37-100 4.2-11 30-45 3.4-5.1 #10 6 7.8 197 2.6 1.2 22

MP2478 1100 20-140 2.3-15 17-85 1.9-9.6 1/4” 7 9.1 232 3.4 1.5 22

Inline

MP2474 1800 37-100 4.2-11 30-45 3.4-5.1 #10 6 10.1 257 2.8 1.3 22
General:
Air Inlet 1/4” NPT 
Use 1/4” (6.4 mm) I.D. hose
All tools performance rated @ 90psi (620 kPa) 
air pressure.

Standard Equipment:
Suspension bail (lever style only)
Clutch adjustment wrenches
Owners Manual 
Parts Sheet
Standard Clutch Spring
	 9111500	 MP2476
	 8620800	 MP2478, MP2474

Optional Accessories:
60538 Master Guard oil (4 oz.)
60539 Master Guard oil (1 qt.)
63593 8’ Hose Whip 1/4” I.D.
22034 Hose Line Oiler

Screwdrivers
Adjustable Clutch

Screwdrivers
Versa Clutch™



Versa Clutch™ 
Screwdrivers
■	Torque Range
	 5 - 140 In. Lbs
	 .6 - 15 Nm
■	Reversible
■	1/4” Hex Quick Change
■	Balanced design offers easy 
	 handling and control to reduce 
	 operator fatigue
■	High parts interchangeability
■	Side to center 13/16” (20.64 mm)
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WARNING: Face & eye protection must be worn while operating power tools, per ANSI 
B186.1. Cutting tool maximum speed rating must be equal or exceed speed of air tool @ 
90 psi (620 kPa). Follow cutting tool manufacturer’s mounting & operating instructions.

It is the user’s responsibility to refer and 
comply with ANSI B7.1

WARNING: Face & eye protection must be worn while operating power tools, per ANSI 
B186.1. Cutting tool maximum speed rating must be equal or exceed speed of air tool @ 
90 psi (620 kPa). Follow cutting tool manufacturer’s mounting & operating instructions.

It is the user’s responsibility to refer and 
comply with ANSI B7.1

MP2436

MP2433

Model
Number

Free
Speed

Torque Wood
Screws
(in oak)

Thread
Cutting
Screws

Machine
Screws

Sheet
Metal

Screws

Length Weight Air 
ConsumptionHard Slam Soft Pull

RPM In.Lbs. Nm In.Lbs. Nm in. mm lbs. kg CFM

Pistol Grip 
MP2436 1800 17-100 1.9-11 5-45 .6-5.1 #12 1/4” #10 1/4” 7.6 194 2.6 1.20 22

MP2437 1100 5-140 .6-15 5-85 .6-10 #14 1/4” 1/4” 5/16” 8.4 213 3.0 1.40 22

Inline

MP2433 1800 17-100 1.9-11 5-45 .6-5.1 #12 1/4” #10 1/4” 10.2 257 2.9 1.32 22
General:
Air Inlet 1/4” NPT 
Use 1/4" (6.4 mm) I.D. hose
All tools performance rated @ 90psi (620 kPa) 
air pressure.

Standard Equipment:
Owners Manual
Parts Sheet
Suspension Bail

Optional Accessories:
60538 Master Guard oil (4 oz.)
60539 Master Guard oil (1 qt.)
63593 8’ Hose Whip 1/4” I.D.
22034 Hose Line Oiler

Screwdrivers
Adjustable Clutch

Screwdrivers
Versa Clutch™
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30 WARNING: Face & eye protection must be worn while operating power tools, per ANSI 
B186.1. Cutting tool maximum speed rating must be equal or exceed speed of air tool @ 
90 psi (620 kPa). Follow cutting tool manufacturer’s mounting & operating instructions.

It is the user’s responsibility to refer and 
comply with ANSI B7.1

WARNING: Face & eye protection must be worn while operating power tools, per ANSI 
B186.1. Cutting tool maximum speed rating must be equal or exceed speed of air tool @ 
90 psi (620 kPa). Follow cutting tool manufacturer’s mounting & operating instructions.

It is the user’s responsibility to refer and 
comply with ANSI B7.1

MP2260 Series
■	High power to weight ratio
■	�Speed of a screwdriver, power of an impact
■	Ideal for soft joint applications
■	�4 built-in speed control regulator positions for 

varying torque output
■	Smooth and efficient impact mechanism 
	 creates no torque reaction
■	Compact clutch design
■	100% ball bearing design
■	Reversible
■	Detachable belt clip (MP2264, MP2265)

MP2264

MP2265

MP2266

Model
Number

Drive Torque Range Free Speed Blows
Per Minute

Bolt Capacity Weight Air Consumption

In. Ft.Lbs. Nm RPM in. mm lbs. kg CFM

Pistol
MP2264 1/4 QC 10-65 13.5-102 10,000 1700 1/2” 10 2.2 1 20

MP2265 3/8 SQ* 10-55 13.5-75 10,000 1400 1/2” 10 2.2 1 20

Inline

MP2266 1/4 QC 10-65 14.0-88 9,500 1700 1/2” 10 2.2 1 20
General:
Air Inlet 1/4” NPT 
Use 1/4” (6.4 mm) I.D. hose
All tools performance rated @ 90psi (620 kPa) 
air pressure.
*Pin retainer

Standard Equipment:
Owners Manual
Parts Sheet

Optional Accessories:
60538 Master Guard oil (4 oz.)
60539 Master Guard oil (1 qt.)
22034 Hose Line Oiler
70497000 Flow Regulator
88007045 �Trigger Assembly Kit, MP2264, MP2265

Impact Nutrunners
Reversible

Impact Wrenches
Reversible
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WARNING: Face & eye protection must be worn while operating power tools, per ANSI 
B186.1. Cutting tool maximum speed rating must be equal or exceed speed of air tool @ 
90 psi (620 kPa). Follow cutting tool manufacturer’s mounting & operating instructions.

It is the user’s responsibility to refer and 
comply with ANSI B7.1

WARNING: Face & eye protection must be worn while operating power tools, per ANSI 
B186.1. Cutting tool maximum speed rating must be equal or exceed speed of air tool @ 
90 psi (620 kPa). Follow cutting tool manufacturer’s mounting & operating instructions.

It is the user’s responsibility to refer and 
comply with ANSI B7.1

MP2271
■	Reversible
■	Full power forward and reverse
■	Unique butterfly throttle
■	�4 built-in speed control regulator 

positions for varying torque output

MP2276
■	Lightweight yet durable composite housing
■	Ergonomic grip for improved operator comfort
■	Built-in power regulator with four settings
■	Reversible

MP2271

MP2276

Model
Number

Drive Torque Range Free Speed Blows
Per Minute

Bolt Capacity Weight Air Consumption

In. Ft.Lbs. Nm RPM in. mm lbs. kg CFM

Inline
MP2271 3/8 SQ 40-50 54-68 10,500 900 3/8” 9.5 2.2 1.0 22

Pistol

MP2276 3/8 SQ 70-90 95-122 7,500 1100 1/2” 12 3.1 1.4 35
General:
Air Inlet 1/4” NPT 
Use 1/4” (6.4 mm) I.D. hose
All tools performance rated @ 90psi (620 kPa) 
air pressure.
*Pin retainer

Standard Equipment:
Owners Manual
Parts Sheet

Optional Accessories:
60538 Master Guard oil (4 oz.)
60539 Master Guard oil (1 qt.)
22034 Hose Line Oiler
70497000 Flow Regulator
88007045 �Trigger Assembly Kit, MP2264, MP2265

Impact Nutrunners
Reversible

Impact Wrenches
Reversible
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32 WARNING: Face & eye protection must be worn while operating power tools, per ANSI 
B186.1. Cutting tool maximum speed rating must be equal or exceed speed of air tool @ 
90 psi (620 kPa). Follow cutting tool manufacturer’s mounting & operating instructions.

It is the user’s responsibility to refer and 
comply with ANSI B7.1

WARNING: Face & eye protection must be worn while operating power tools, per ANSI 
B186.1. Cutting tool maximum speed rating must be equal or exceed speed of air tool @ 
90 psi (620 kPa). Follow cutting tool manufacturer’s mounting & operating instructions.

It is the user’s responsibility to refer and 
comply with ANSI B7.1

MP2295

MP2294

MP2290 Series
■	Twin hammer anvil for reduced vibration
■	High power to weight ratio
■	Built in power regulator with four settings
■	100% ball bearing motor design
■	Full power forward and reverse
■	Smooth and efficient impact mechanism
■	Compact clutch design
■	Reversible

Model
Number

Drive Torque Range Free Speed Blows
Per Minute

Bolt Capacity Weight Air Consumption

In. Ft.Lbs. Nm RPM in. mm lbs. kg CFM

MP2294 1/2 (ring ret.) 37-370 50-502 6,500 1400 3/4” 20 5.3 2.4 40

MP2295 1/2 (pin ret.) 37-370 50-502 6,500 1400 3/4” 20 5.3 2.4 40
General:
Air Inlet 1/4” NPT 
Use 1/4” (6.4 mm) I.D. hose
All tools performance rated @ 90psi (620 kPa) 
air pressure.

Standard Equipment:
Owners Manual
Parts Sheet

Optional Accessories:
60538 Master Guard oil (4 oz.)
60539 Master Guard oil (1 qt.)
63593 8’ Hose whip
22034 Hose line oiler

Impact Wrenches
Reversible

Notes
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WARNING: Face & eye protection must be worn while operating power tools, per ANSI 
B186.1. Cutting tool maximum speed rating must be equal or exceed speed of air tool @ 
90 psi (620 kPa). Follow cutting tool manufacturer’s mounting & operating instructions.

It is the user’s responsibility to refer and 
comply with ANSI B7.1

WARNING: Face & eye protection must be worn while operating power tools, per ANSI 
B186.1. Cutting tool maximum speed rating must be equal or exceed speed of air tool @ 
90 psi (620 kPa). Follow cutting tool manufacturer’s mounting & operating instructions.

It is the user’s responsibility to refer and 
comply with ANSI B7.1

Impact Wrenches
Reversible

Notes
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Master Power grinding tools... 
Efficiency plus durability 
for every finishing job.
handleability
Lock-Off Lever Throttle – a feature designed for opera-
tor comfort and protection which requires the operator to 
make two deliberate movements before operating the tool.
Quiet Operation – designed to limit tool noise within 
acceptable industry standards.

Durability
All Ball and Roller Bearing Construction – Precision 
ball and roller bearings, used at vital wear points provide 
reduced friction, smooth, quiet operation, and extended 
tool life.
Rugged Construction – each tool housing is built to 
withstand abusive use and provide years of 
maintenance-free service.

Adaptability
Versatility – Master Power Air Abrasive Tools are 
available in a variety of styles, designs and configu-
rations wide enough to handle virtually any applica-
tion . . . from die grinders to right angle sanders to 
vertical grinders to belt sanders to buffers. Many 
of these tools can be converted from one use to 
another . . . from grinder to sander, etc. . . . with 
available accessories.

35WARNING: Face & eye protection must be worn while operating power tools, per ANSI 
B186.1. Cutting tool maximum speed rating must be equal or exceed speed of air tool @ 
90 psi (620 kPa). Follow cutting tool manufacturer’s mounting & operating instructions.

It is the user’s responsibility to refer and 
comply with ANSI B7.1

WARNING: Face & eye protection must be worn while operating power tools, per ANSI 
B186.1. Cutting tool maximum speed rating must be equal or exceed speed of air tool @ 
90 psi (620 kPa). Follow cutting tool manufacturer’s mounting & operating instructions.

It is the user’s responsibility to refer and 
comply with ANSI B7.1

MP4424

MP4542

MP4458

MP4201

MP4200

Grinders High Speed Pencil Grinders
70,000 RPM
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35WARNING: Face & eye protection must be worn while operating power tools, per ANSI 
B186.1. Cutting tool maximum speed rating must be equal or exceed speed of air tool @ 
90 psi (620 kPa). Follow cutting tool manufacturer’s mounting & operating instructions.

It is the user’s responsibility to refer and 
comply with ANSI B7.1

WARNING: Face & eye protection must be worn while operating power tools, per ANSI 
B186.1. Cutting tool maximum speed rating must be equal or exceed speed of air tool @ 
90 psi (620 kPa). Follow cutting tool manufacturer’s mounting & operating instructions.

It is the user’s responsibility to refer and 
comply with ANSI B7.1

MP4200

MP4201

MP4200 & MP4201
■	 Ideal for precision deburring, blending and smoothing applications
■	Lightweight, ergonomically designed and vibration free
■	Rear exhaust directs air away from work
■	Standard with 5’ air hose and 1’ overhose
■	 Ideal for tight spots
■	Slim comfortable design with ergonomic grip for operator comfort
■	Double bearings for increased durability on MP4200 inline

Model
Number Hp

Free Speed Abrasive Capacity Length Weight Hose (I.D.)
CFM

Inlet Collet
SizeRPM Carbide Bur Diamond Pin in. mm lbs. kg in. mm (NPT)

Inline
MP4200 0.1 70,000 1/4” 1/4” 5.35 136 0.43 0.2 3/16 4.76 8 1/8” 1/8”

Angle

MP4201 0.1 70,000 1/4” 1/4” 5.9 150 0.43 0.2 3/16 4.76 8 1/8” 1/8”
General: Air Inlet 1/4" NPT.  Use 1/4" (6.4 mm) I.D. hose. 
All tools performance rated @ 90psi (620 kPa) air pressure.

Optional:

MP4200 - 70617600 collet kit (5 pcs.)
MP4201 - 70618800 collet kit (5 pcs.)

Grinders High Speed Pencil Grinders
70,000 RPM
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36 WARNING: Face & eye protection must be worn while operating power tools, per ANSI 
B186.1. Cutting tool maximum speed rating must be equal or exceed speed of air tool @ 
90 psi (620 kPa). Follow cutting tool manufacturer’s mounting & operating instructions.

It is the user’s responsibility to refer and 
comply with ANSI B7.1

MP4424 & MP4430 Die Grinders
■	 Ideal for general purpose applications such as porting, light weld 
	 grinding, polishing, and breaking up sharp edges.
■	Ergonomic grip for operator comfort
■	Built-in power regulator
■	360˚ air inlet swivel
■	 �Rear exhaust directs air away
	 from work
■	1/4” capacity collet

MP4430

MP4424

3”

MP4458
■	Rugged all steel housing is ideal for rapid metal removal
■	 �Trim ergonomic design enables excellent control
■	Front exhaust
■	1/4” capacity collet – 200 Series

MP4458

1.18” Dia.

Model
Number Hp

Free Speed Mounted
Wheels

Carbide
Bur

Length Weight Hose (I.D.)
CFM

Inlet Collet
SizeRPM in. mm lbs. kg in. mm NPT

MP4424 .3 20,000 1” 1/2” 6 3/8 160 1.25 .55 3/8 10 18 1/4” 1/4”

MP4430 .3 23,000 1” 1/2” 6 153 .875 .41 3/8 10 17 1/4” 1/4”

MP4458 .5 25,000 1 1/2” 1” 6 1/16 154 1.3 .60 3/8 10 23 1/4” 1/4”
General: Air Inlet 1/4" NPT.  Use 1/4" (6.4 mm) I.D. hose. All tools performance rated @ 90psi 
(620 kPa) air pressure.

Optional: MP4424 & MP4430: 70619500 3/16” collet; 70610500 1/4” collet; 70610600 6 mm collet; 
MP4424: 543944 – 16oz. angle head grease.

Die Grinders
20,000 to 25,000 RPM

Die Grinders & Wheel Grinders
13,500 to 22,000 RPM
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MP4452 & MP4472 Die Grinders
■	 Ideal for jobs requiring fast material removal
■	Ergonomic grip for operator comfort
■	Built-in power regulator
■	Rear exhaust directs air away from work
■	Heavy-duty grinders with heavy-duty collets

MP4542

WARNING: Face & eye protection must be worn while operating power tools, per ANSI 
B186.1. Cutting tool maximum speed rating must be equal or exceed speed of air tool @ 
90 psi (620 kPa). Follow cutting tool manufacturer’s mounting & operating instructions.

It is the user’s responsibility to refer and 
comply with ANSI B7.1

MP4452

MP4472

MP4450 Series Wheel Grinders
■	Nominal Motor Power: .7 Hp  /  .5 kw
■	13,500 RPM
■	Type 1 Cut-off and Type 27 Depressed Center Wheels
■	Spiral beveled gears, cut and hardened, delivers 
	 maximum power
■	Compact all steel housing assures outstanding durability
■	Floating, self centering rotor for smooth operation
■	Safety lock-off throttle
■	Full feathering throttle

Model
Number Exhaust

Free Speed
Hp Wheel

Capacity
Spindle Length Head Height Length Net Wt. w/Guard Spindle

ThreadRPM in. mm in. mm in. mm lbs. kg

Type 1 Cut-off Wheel
MP4552 Rear 13,500 .7 4” .65 17 2.3 58 10.8 274 3.2 1.4 3/8”-24

MP4553 Front 13,500 .7 4” .65 17 2.3 58 10.8 274 3.2 1.4 3/8”-24

Type 27 Depressed Center Wheel

MP4542 Rear 13,500 .7 4” .65 17 2.3 58 10.8 274 3.8 1.7 3/8”-24
General:
Air Inlet 1/4” NPT 
Use 1/4” (6.4 mm) I.D. hose
All tools performance rated @ 90psi (620 kPa) air pressure.

Standard Equipment:
Owners Manual
Parts Sheet
Wheel Wrench

Optional Equipment:
MP4452, MP4472: 70619600 – 3/8” collet assembly 
   (nut, collet, collet body)
   70619700 – 3/8” collet body; 70613100 – 1/4” collet

Model
Number Hp

Free Speed Mounted
Wheel

Carbide
Bur

Length Weight Hose I.D.
CFM

Inlet Collet
SizeRPM in. mm lbs. kg in. mm NPT

Die Grinders

MP4452 .5 22,000 1 1/2” 1” 6 3/4 171 1.5 .65 3/8 10 20 1/4” 1/4”

MP4472 .7 21,000 1 1/2” 1” 7 178 1.5 .65 3/8 10 28 1/4” 1/4”

Die Grinders
20,000 to 25,000 RPM

Die Grinders & Wheel Grinders
13,500 to 22,000 RPM
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38 WARNING: Face & eye protection must be worn while operating power tools, per ANSI 
B186.1. Cutting tool maximum speed rating must be equal or exceed speed of air tool @ 
90 psi (620 kPa). Follow cutting tool manufacturer’s mounting & operating instructions.

It is the user’s responsibility to refer and 
comply with ANSI B7.1

Cutting & Percussion Tools Scaling Hammers & Needle Scalers
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WARNING: Face & eye protection must be worn while operating power tools, per ANSI 
B186.1. Cutting tool maximum speed rating must be equal or exceed speed of air tool @ 
90 psi (620 kPa). Follow cutting tool manufacturer’s mounting & operating instructions.

It is the user’s responsibility to refer and 
comply with ANSI B7.1

MP5173 & MP5174 Scaling Hammers
■	4600 Blows per minute
■	�Quick change retainer accepts 1/2” diameter round,
	 notched and flattened chisel shanks
■	�Critical operating parts, piston and bit retainer 

are made of long wearing tool steel
■	Quick change retainer provides 
	 greater versatility: 
	 permits 4-way chisel positioning
■	�Valve housing protected through 

built-in filtering screen of inlet bushing
■	Round retainer nose

MP5187 Lightweight Needle Scaler
■	�4200 Blows per minute
■	Compact design for work in close quarters
■	�Almost half the weight of standard models with similar BPM
■	�Precision heat treated needles for maximum performance

MP5173

MP5174

MP5187

Model
Number

Throttle
Handle

Blows
Per Minute

Bore Stroke Side to Center Length Weight

in. mm in. mm in. mm in. mm lbs. kg

Scaling Hammers
MP5173 Lever 4600 1 25 1.1 29 .78 20 9.4 238 3.7 1.6

MP5174 Push 4600 1 25 1.1 29 .78 20 10.6 270 4.0 1.8

Needle Scaler
MP5187 Lever 4200 .79 20 .59 15 – – 8.9 225 2.5 1.1
General:
Air Inlet 1/4” NPT 
Use 1/4” (9.6 mm) I.D. hose
All tools performance rated @ 90psi (620 kPa) 
air pressure.

Standard Equipment:
MP5187: 	12 needles, 1/8” (3mm) dia., 5” (125mm) long
Owners manual
Parts sheet

Optional Equipment:
MP5187: 	8913300: 3mmx7” carbon steel flat tip needles
	 80074300: 3mmx7” chisel tip needles
	 71010300: (12) 3mm X 5” with 3mm needle holder 
Refer to page 42 for information on chisels.

Cutting & Percussion Tools Scaling Hammers & Needle Scalers



MP5195

C
U

T
T
IN

G
 &

P
E

R
C

U
S
S
IO

N

40 WARNING: Face & eye protection must be worn while operating power tools, per ANSI 
B186.1. Cutting tool maximum speed rating must be equal or exceed speed of air tool @ 
90 psi (620 kPa). Follow cutting tool manufacturer’s mounting & operating instructions.

It is the user’s responsibility to refer and 
comply with ANSI B7.1

WARNING: Face & eye protection must be worn while operating power tools, per ANSI 
B186.1. Cutting tool maximum speed rating must be equal or exceed speed of air tool @ 
90 psi (620 kPa). Follow cutting tool manufacturer’s mounting & operating instructions.

It is the user’s responsibility to refer and 
comply with ANSI B7.1

Accessories

MP5195 Long Reach Scaler
■	2200 Blows per minute
■	For rugged scaling applications
■	Long reach scaler design for quick and easy stripping of dirt,
	 grease, paint, glue, resins, floor coverings and tiles
■	Full Range of chisel blades 

Model Number Blows per
Minute

Piston Diameter Piston Stroke Length Weight

in. mm in. mm in. mm lbs. kg

MP5195 2200 1.1 29 1.5 39 60.0 1524 11.5 5.2
General:
Air Inlet 1/4” NPT for MP5195 Model 
Use 1/4” (9.6 mm) I.D. hose
All tools performance rated @ 90psi (620 kPa) air pressure.

Standard Equipment:
51741	 4” 5/8 hex chisel
Owners manual
Parts list
Optional Accessories:
51741	 4” chisel, 5/8 hex
51742	 2” chisel, 5/8 hex

51743	 8” scraper w/replaceable blade
51744	 12” scraper w/replaceable blade
51745	 2” alum. bronze non-spark pack
51746	 8” replacement blade for 51743 8” scraper
51747	 12” replacement blade for 51744 12” scraper
51749	 4” non-spark chisel

Model
Number Description

MP5173, MP5174

51710 Needle scaler attachment with 1 set of 
19-3 mm round needles

Needle scaler sets for 51710 attachment (above)

51700 1 set of 19-3 mm round needles

51712 5 sets of 19-3 mm x 7”, flat tip needles

51713 5 sets of 19-3 mm x 7”, chisel tip needles

51714 5 sets of 19-3 mm x 7 in., pointed tip needles

Non-sparking naval bronze needle scalers for MP5195

51737 5 sets of 19-3 mm x 7”, flat tip

51738 5 sets of 28-3 mm x 7”, flat tip

Model 
Number Description

Length
Point Size

in. mm

Non-Rotating Scaling Hammer Chisels for Models 
MP5173 & MP5174, 1/2” diameter shank
718479 Chisel Blank 7.5 190.5 5/8”

718480 Angle Chisel 7.5 190.5 1 3/8”

718481 Flat Chisel 7.5 190.5 1 3/8”

718482 Flat Chisel 8 203.2 3/4”

Scalers
Long Reach & Triple Piston

Chisels
Rotating & Non-Rotating
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WARNING: Face & eye protection must be worn while operating power tools, per ANSI 
B186.1. Cutting tool maximum speed rating must be equal or exceed speed of air tool @ 
90 psi (620 kPa). Follow cutting tool manufacturer’s mounting & operating instructions.

It is the user’s responsibility to refer and 
comply with ANSI B7.1

WARNING: Face & eye protection must be worn while operating power tools, per ANSI 
B186.1. Cutting tool maximum speed rating must be equal or exceed speed of air tool @ 
90 psi (620 kPa). Follow cutting tool manufacturer’s mounting & operating instructions.

It is the user’s responsibility to refer and 
comply with ANSI B7.1

MP5160 Series
■	3,000 - 4,000 blows per minute
■	Rated for continuous production use
■	Precision feathering throttle for positive 
	 bit control
■	360° exhaust deflector. No blow back 
	 of chips, air, dust
■	Patented interlock quick-change spring
	 holds bits securely, permits easy, quick 
	 bit changes
■	Replaceable steel nose bushing saves on
	 cost of replacing complete barrel
	 (MP5164 and MP5168)
■	Side to center 13/32” (27.8mm)

MP5161

MP5168 
Kit

MP5164

Model Number Blows Per 
Minute

Bore Stroke Length Weight

in. mm in. mm in. mm lbs. kg

MP5161 4000 .75 19 1.9 49 7.0 178 3.4 1.5

MP5164 3000 .75 19 2.7 68 8.1 206 4.0 1.8

MP5168 3000 .75 19 2.7 68 8.1 206 9.0 4.1
General:
Air Inlet 1/4” NPT 
Use 1/4” (6.4 mm) I.D. hose
All tools performance rated @ 90psi (620 kPa) 
air pressure.

Standard Equipment:
Models MP5161 & MP5164
5861600 Quick change spring
Owners manual
Parts sheet

Model MP5168 Chisel Kit:
MP5164 Power Chisel
5861600 Quick change spring
9253900 Undercoat scraper
9253500 Sheet metal cutter
9254000 Tapered punch
9254500 9” Flat Chisel
9254600 Chisel blank
Owners manual
Parts sheet

Scalers
Long Reach & Triple Piston

Chisels
Rotating & Non-Rotating
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42 WARNING: Face & eye protection must be worn while operating power tools, per ANSI 
B186.1. Cutting tool maximum speed rating must be equal or exceed speed of air tool @ 
90 psi (620 kPa). Follow cutting tool manufacturer’s mounting & operating instructions.

It is the user’s responsibility to refer and 
comply with ANSI B7.1

WARNING: Face & eye protection must be worn while operating power tools, per ANSI 
B186.1. Cutting tool maximum speed rating must be equal or exceed speed of air tool @ 
90 psi (620 kPa). Follow cutting tool manufacturer’s mounting & operating instructions.

It is the user’s responsibility to refer and 
comply with ANSI B7.1

9253500, (51656)

9253600, (51654)

9253900

80103100

9254000, (51657)

9254200

9254300

9254500

9254600

(51653)

Model Number Description
Length Point Size

in. mm in. mm   

Rotating Chisel Bits for MP5161, MP5164 & MP5163
Standard .401” (70.79mm) diameter shank 

9253500 Sheet Metal Cutter 6.0 152 3/4 19

9253600 Panel Cutter 6.0 152 5/8 16

9253900 Undercoat Scraper 7.5 191 1 5/32 29

9254000 Tapered Punch 6.0 152 1/8 Dia. 3.2

9254200 Spot Weld Breaker 7.0 178 1 5/16 33

9254300 Nut & Bolt Cutter 4.5 114 3/4 19

9254500 Nut & Bolt Cutter 9.0 203 3/4 19

9254600 Chisel Blank 6.0 152 1/2 13

80103100 2” Non Spark 7.5 190.5 2 50.8

(Non-Rotating) Bits for MP5161, MP5164 & MP5168 
Standard .401” (70.79mm) diameter shank

51653† Panel Cutter 6.0 152 3/4 19

51654† Ripper 6.5 165 5/8 16

51656† Panel Cutter 7.0 178 15/16 24

51657† Taper Punch 7.0 178 1/8 Dia. 3.2

† Quotation required.

Power Chisel
Accessories

Accessories



43WARNING: Face & eye protection must be worn while operating power tools, per ANSI 
B186.1. Cutting tool maximum speed rating must be equal or exceed speed of air tool @ 
90 psi (620 kPa). Follow cutting tool manufacturer’s mounting & operating instructions.

It is the user’s responsibility to refer and 
comply with ANSI B7.1

WARNING: Face & eye protection must be worn while operating power tools, per ANSI 
B186.1. Cutting tool maximum speed rating must be equal or exceed speed of air tool @ 
90 psi (620 kPa). Follow cutting tool manufacturer’s mounting & operating instructions.

It is the user’s responsibility to refer and 
comply with ANSI B7.1
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Air Hoses

63594
63596

513156
16 oz. can

543944
16 oz. can for MP4424

540395
2 oz. tube

Grease

70497600
Grease dispenser 
(order grease separately)

60538 4 oz. 60539 1 quart

Master Guard Air Oil

Collets
Part Number Collet Size

Capacity

Min. Max.

Series 200 Collets

70497700 1/8” 3/32” 1/8”
70497800 1/4” 7/32” 1/4”
70497900 3/16” 5/32” 3/16”
70498000 7/32” 3/16” 7/32”
70498400 5/16” 9/32” 5/16”
70498600 3/8” 11/32” 3/8”

Series 300 Collets

70498100 1/8” 3/32” 1/8”
70498200 1/4” 7/32” 1/4”
70498300 3/16” 5/32” 3/16”

Model Number Thread 
Size Capacity Description

Chuck Only Key Only Chuck & Key

– – – – – No Chuck
– 770501 90013500 3/8”-24 1/4” 1 BA

9112301 770501 – 3/8”-24 1/4” Heavy Duty 7 BA
70194901 613301 14502 3/8”-24 3/8” 41 BA
80046800 479401 – 3/8”-24 1/2” 33 BA
80110000 80110100 – 3/8”-24 1/2” Multi-Craft®

Jacobs® Chucks

Part Number Description

63594 3/8”x3/8”x8’ Rubber Hose

63596 1/4”x1/4”x8’ Braided Hose, non swivel

70488400 1/4”x1/4”x8’ Braided Hose, swivel ends

Power Chisel
Accessories

Accessories



The total solution from Cooper Tools includes not 
only a complete line of quality industrial tools and 
accessories but also a professional engineering and 
product support staff to help customize each tool to 
specific application requirements. All are as close as 
a telephone or e-mail.

Cooper Tools maintains company-owned Service 
Centers in strategic locations throughout the world, 
staffed with professional tool repair technicians who 
use genuine Cooper Tools parts and who are outfit-
ted with the very latest in testing, calibration and 

inspection equipment. Each tool that 
is returned to a customer from one 
of our Service Centers carries 
with it a warranty that is Cooper 
Tools’ assurance that it will per-
form just like it did when it was 

purchased new.

Our support personnel are fully capable of helping 
to diagnose problems and promptly recommend solu-
tions.

Our complete line of tools are carefully designed and 

built from the finest materials available in order to pro-
vide years of trouble free service. But, as with any 
piece of equipment, service problems can occur. All 
tools are designed to be easy to service ... that is, of 
course, with properly trained personnel.

To facilitate quick 
repairs, and limit 
downtime ... 
Cooper Tools conducts training seminars covering all 
aspects of every tool we make.

Introductory training seminars are designed to fully 
acquaint students with the entire line of tools and their 
fundamental operation. Advanced training seminars, 
which are often tailored to individual needs, are designed 
to hone the skills of the experienced student. Hands-on 
experience, with an emphasis on troubleshooting and 
repairing, are the focus of this training.

Service literature, product information, brand cata-
logs and FAQs are also available around the clock 
on the web. Just access www.coopertools.com 
for the latest information available.

44

The Total Solution
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only a complete line of quality industrial tools and 
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for the latest information available.
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	 10.600	 .4173

	 10.700	 .4219

	 10.716	. 4219	 27/64
	 10.800	 .4252

	 10.900	 .4291

	 11.000	 .4331

	 11.100	 .4370

	 11.113	. 4375	 7/16
	 11.200	 .4409

	 11.300	 .4449

	 11.400	 .4488

	 11.500	 .4528

	 11.509	. 4531	 29/64
	 11.600	 .4567

	 11.700	 .4606

	 11.800	 .4646

	 11.900	 .4685

	 11.906	. 4688	 15/32
	 12.000	 .4724

	 12.100	 .4764

	 12.200	 .4803

	 12.300	 .4843

	 12.303	. 4844	 31/64
	 12.400	 .4882

	 12.500	 .4921

	 12.600	 .4961

	 12.700	. 5000	 1/2
	 12.800	 .5039

	 12.900	 .5079

	 13.000	 .5118

	 13.097	. 5156	 33/64
	 13.100	 .5157

	 13.200	 .5197

	 13.300	 .5236

	 13.400	 .5276

	 13.494	. 5313	 17/32
	 13.500	 .5315

	 13.600	 .5354

	 13.700	 .5394

	 13.800	 .5433

	 13.891	. 5469	 35/64
	 13.900	 .5472

	 14.000	 .5512

	 14.100	 .5551

	 14.200	 .5591

	 14.288	. 5625	 9/16
	 14.300	 .5630

	 14.400	 .5669

	 14.500	 .5709

	 14.600	 .5748

	 14.684	. 5781	 37/64
	 14.700	 .5787

	 14.800	 .5827

	 14.900	 .5866

	 15.000	 .5906

	 15.081	. 5938	 19/32
	 15.100	 .5945

	 15.200	 .5984

	 15.300	 .6024

	 15.400	 .6063

	 15.478	. 6094	 39/64
	 15.500	 .6102

	 15.600	 .6142

	 15.700	 .6181

	 15.800	 .6220

	 15.875	. 6250	 5/8
	 15.900	 .6250

	 16.000	 .6299

	 16.100	 .6339

	 16.200	 .6378

	 16.272	. 6406	 41/64
	 16.300	 .6417

	 16.400	 .6457

	 16.500	 .6496

	 16.600	 .6535

	 16.669	. 6563	 21/32
	 16.700	 .6575

	 16.800	 .6614

	 16.900	 .6654

	 17.000	 .6693

	 17.066	. 6719	 43/64
	 17.100	 .6732

	 17.200	 .6772

	 17.300	 .6811

	 17.400	 .6850

	 17.463	. 6875	 11/16
	 17.500	 .6890

	 17.600	 .6929

	 17.700	 .6968

	 17.800	 .7008

	 17.859	. 7031	 45/64
	 17.900	 .7047

	 18.000	 .7087

	 18.100	 .7126

	 18.200	 .7165

	 18.256	. 7188	 23/32
	 18.300	 .7205

	 18.400	 .7244

	 18.500	 .7283

	 18.600	 .7323

	 18.653	. 7344	 47/64
	 18.700	 .7362

	 18.800	 .7402

	 18.900	 .7441

	 19.000	 .7480

	 19.050	. 7500	 3/4
	 19.100	 .7520

	 19.200	 .7559

	 19.300	 .7598

	 19.400	 .7638

	 19.447	. 7656	 49/64
	 19.500	 .7677

	 19.600	 .7717

	 19.700	 .7756

	 19.800	 .7795

	 19.844	. 7813	 25/32
	 19.900	 .7835

	 20.000	 .7874

	 20.100	 .7913

	 20.200	 .7953

	 20.241	. 7969	 51/64

	 20.300	 .7992

	 20.400	 .8031

	 20.500	 .8071

	 20.600	 .8110

	 20.638	. 8125	 13/16
	 20.700	 .8150

	 20.800	 .8189

	 20.900	 .8228

	 21.000	 .8268

	 21.034	. 8182	 53/64
	 21.100	 .8307

	 21.200	 .8307

	 21.200	 .8346

	 21.300	 .8386

	 21.400	 .8425

	 21.431	. 8438	 27/32
	 21.500	 .8465

	 21.600	 .8504

	 21.700	 .8543

	 21.800	 .8583

	 21.828	. 8594	 55/94
	 21.900	 .8622

	 22.000	 .8661

	 22.100	 .8701

	 22.200	 .8740

	 22.225	. 8750	 7/8
	 22.300	 .8780

	 22.400	 .8819

	 22.500	 .8858

	 22.600	 .8898

	 22.622	. 8906	 57/64
	 22.700	 .8937

	 22.800	 .8976

	 22.900	 .9016

	 23.000	 .9055

	 23.019	. 9063	 29/32
	 23.100	 .9094

	 23.200	 .9134

	 23.300	 .9173

	 23.400	 .9213

	 23.416	. 9219	 59/64
	 23.500	 .9252

	 23.600	 .9291

	 23.700	 .9331

	 23.800	 .9370

	 23.900	 .9409

	 24.000	 .9449

	 24.100	 .9488

	 24.200	 .9528

	 24.209	. 9531	 61/64
	 24.300	 .9567

	 24.400	 .9606

	 24.500	 .9646

	 24.600	 .9685

	 24.606	. 9688	 31/32
	 24.700	 .9724

	 24.800	 .9764

	 24.900	 .9803

	 25.000	 .9843

	 25.003	. 9844	 63/64
	 25.100	 .9882

	 25.200	 .9921

	 25.300	 .9961

	 25.400	 1.000	 1

	 mm	 Dec.	 in. 	 mm	 Dec.	 in. 	 mm	 Dec.	 in. 	 mm	 Dec.	 in. 	 mm	 Dec.	 in.m

Conversion Tables
Millimeter – Decimal – Fraction

Conversion Tables
Torque – Air Pressure – Miscellaneous
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Torque Conversion factors

	 To Convert	 Into	 Multiply By

	 Inch Pounds	 Foot Pounds	 0.0835
	 Inch Pounds	 Newton meters	 0.1130
	 Inch Pounds	 Kg-meters	 0.0115
	 Inch Pounds	 Kg-Cm	 1.1519

	 Foot Pounds	 Inch Pounds	 12.000
	 Foot Pounds	 Newton meters	 1.3560
	 Foot Pounds	 Kg-meters	 0.1382
	 Foot Pounds	 Kg-Cm	 13.8240

	 Newton Meters	 Inch Pounds	 8.8440
	 Newton Meters	 Foot Pounds	 0.7370
	 Newton Meters	 Kg-meters	 0.1020
	 Newton Meters	 Kg-Cm	 10.2000

	 Kg meters	 Inch Pounds	 86.8100
	 Kg meters	 Foot Pounds	 7.2340
	 Kg meters	 Newton-meters	 9.8040

	 Kg Cm	 Inch Pounds	 0.8681
	 Kg Cm	 Foot Pounds	 0.0723
	 Kg Cm	 Newton-meters	 0.0980

Miscellaneous Conversion Factors

	 To Convert	 Into	 Multiply By

	 Inches	 Millimeters	 25.4000
	 Millimeters	 Inches	 0.0394
	 Pounds	 Kilograms	 0.4536
	 Kilograms	 Pounds	 2.2050
	 psi	 bar	 0.069
	 bar	 psi	 14.5

Torque Conversion – In. Lbs. (Nm)

	 In.	 Nm	 In.	 Nm	 In.	 Nm

	 5	 0.6	 50	 5.7	 140	 15.8
	 10	 1.1	 60	 6.8	 150	 17.0
	 15	 1.7	 70	 7.9	 160	 18.1
	 20	 2.3	 80	 9.0	 170	 19.2
	 25	 2.8	 90	 10.2	 180	 20.3
	 30	 3.4	 100	 11.3	 190	 21.5
	 35	 4.0	 110	 12.4	 200	 22.6
	 40	 4.5	 120	 13.6
	 45	 5.1	 130	 14.7

Torque Conversion – Ft. Lbs. (Nm)

	 Ft. Lbs.	 Nm	 Ft. Lbs.	 Nm	 Ft. Lbs.	 Nm

	 1	 1.36	 43	 58.3	 85	 115.3
	 2	 2.7	 44	 60.0	 86	 117.0
	 3	 4.1	 45	 61.0	 87	 118.0
	 4	 5.4	 46	 62.4	 88	 119.3
	 5	 6.8	 47	 63.7	 89	 121.0
	 6	 8.1	 48	 65.1	 90	 122.0
	 7	 9.5	 49	 66.4	 91	 123.4
	 8	 10.9	 50	 67.8	 92	 125.0
	 9	 12.2	 51	 69.2	 93	 126.1
	 10	 13.6	 52	 70.5	 94	 127.5
	 11	 14.9	 53	 71.9	 95	 129.0
	 12	 16.3	 54	 73.2	 96	 130.2
	 13	 17.6	 55	 74.6	 97	 131.5
	 14	 19.0	 56	 75.9	 98	 133.0
	 15	 20.3	 57	 77.3	 99	 134.2
	 16	 21.7	 58	 78.7	 100	 135.6
	 17	 23.1	 59	 80.0	 110	 149.2
	 18	 24.4	 60	 81.4	 115	 156.0
	 19	 25.8	 61	 82.7	 120	 163.0
	 20	 27.1	 62	 84.1	 125	 170.0
	 21	 28.5	 63	 85.4	 130	 176.3
	 22	 29.8	 64	 86.8	 135	 183.1
	 23	 31.2	 65	 88.1	 140	 190.0
	 24	 32.5	 66	 90.0	 145	 197.0
	 25	 33.9	 67	 90.9	 150	 203.4
	 26	 35.3	 68	 92.2	 155	 210.2
	 27	 36.6	 69	 93.6	 160	 217.0
	 28	 38.0	 70	 94.9	 165	 224.0
	 29	 39.3	 71	 96.3	 170	 231.0
	 30	 40.7	 72	 97.6	 175	 237.3
	 31	 42.0	 73	 99.0	 180	 244.1
	 32	 43.4	 74	 100.3	 185	 251.0
	 33	 44.8	 75	 102.0	 190	 258.0
	 34	 46.1	 76	 103.1	 195	 264.4
	 35	 47.5	 77	 104.4	 200	 271.2
	 36	 48.8	 78	 105.8	 225	 305.1
	 37	 50.2	 79	 107.1	 250	 339.0
	 38	 52.0	 80	 108.5	 275	 373.0
	 39	 52.9	 81	 110.0	 300	 407.0
	 40	 54.2	 82	 111.2	 350	 475.0
	 41	 55.6	 83	 112.6	 400	 542.4
	 42	 57.0	 84	 114.0

Air Pressure Conversion

	 PSI	 kPa*	 Bar**

	 85	 586	 5.9
	 90	 620	 6.2
	 95	 655	 6.6
	 100	 690	 6.9
	 125	 860	 8.6

*	 Preferred: Approximate to the nearest 5 kPa.
**	 Approximate to the nearest 0.5 Bar.

Conversion Tables
Millimeter – Decimal – Fraction

Conversion Tables
Torque – Air Pressure – Miscellaneous
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Sales & Service Centers

Note: All locations may not service all products. Please contact the nearest Sales & Service Center for the 
appropriate facility to handle your service requirements.

Dallas, TX
Cooper Tools
Sales & Service Center
1470 Post & Paddock
Grand Prairie, TX 75050
Tel: (972) 641-9563
Fax: (972) 641-9674

Detroit, MI
Cooper Tools
Sales & Service Center
4121 North Atlantic Blvd.
Auburn Hills, MI 48326
Tel: (248) 391-3700
Fax: (248) 391-7824

Houston, TX
Cooper Tools
Sales & Service Center
6550 West Sam Houston 
Parkway North, Suite 200
Houston, TX 77041
Tel: (713) 849-2364
Fax: (713) 849-2047

Seattle, WA
Cooper Tools
Sales & Service Center
2865 152nd Ave N.E. 
Redmond, WA 98052
Tel: (425) 497-0476
Fax: (425) 497-0496

 
Lexington, SC
Cooper Tools
670 Industrial Drive
Lexington, SC 29072
Tel: (800) 845-5629
Tel: (803) 951-7544
Fax: (803) 358-7681

 
Los Angeles, CA
Cooper Tools
Sales & Service Center
15503 Blackburn Ave 
Norwalk, CA 90650
Tel:  (562) 926-0810
Fax: (562) 802-1718

York, PA
Cooper Tools
Sales & Service Center
York Service Center 
3990 E. Market Street 
York, PA 17402
Tel: (717) 755-2933
Fax: (717) 757-1659

Brazil
Cooper Tools Industrial Ltda.
Av. Liberdade, 4055
Zona Industrial - Iporanga
18087-170 Sorocaba, SP Brazil
Tel: (011) 55 15 238 3929
Fax: (011) 55 15 228 3260

Canada
Cooper Tools
Sales & Service Center
5925 McLaughlin Road
Mississauga, Ont. L5R 1B8  
Canada
Tel: (905) 501-4785
Fax: (905) 501-4786

China
Cooper (China) Co., Ltd.
955 Sheng Li Road,
Heqing Pudong, Shanghai
China 201201
Tel:+86-21-28994176
Fax: + 86-21-51118446

France
Cooper Power Tools SAS
Recoules Operation
Zone Industrielle
BP 28  
Avenue Maurice Chevalier
77831 Ozoir-la-Ferrière Cedex
France
Tel: (011) 33 1 64 43 22 00
Fax: (011) 33 1 64 40 17 17

Germany
Cooper Power Tools 
GmbH & Co. OHG
Postfach 30
D-73461 Westhausen
Tel: +49 (0) 73 63/ 81-0
Fax: +49 (0) 73 63/ 81-222

Mexico
Cooper Power Tools 
de México S.A. de C.V.
Libramiento La Joya No. 1 
Bodega No. 2
Esq. Politécnico, Barrio San José
Cuautitlán, Edo de México C.P. 54870
Phone: (011) 525 5899 9510
Fax: (011) 525 5870 5012



www.coopertools.com

Cooper Tools provides a complete resource for power tools on-line. 
Our website www.coopertools.com offers product information, 
service literature, brand catalogs, press releases and more. A domi-
nant source of information, the Cooper Tools website is your source 
for application solutions on-line.

Making your job easier is our goal!
You can access service literature anytime. Choose a category 
such as Assembly Tools or Material Removal Tools from the main 
menu and then click on the brand you’re looking for. You’ll be on 
your way to any current service literature you need, whether it’s 
Cleco, Apex, Master 
Power, or any of our 
power tool brands. 

Up-to-date product 
catalogs are 
also avail-
able online 
providing 

you with current information on our broad product line. 
Even Material Safety Data Sheets (M.S.D.S.) for Safety 
and Disposal Information are available on our website.

It’s simple!
Our Customer Care section provides you with information such 
as answers to frequently asked questions or contact phone num-
bers and addresses for your area of the country. You can browse 
through the What’s New information to learn how Cooper Tools 
continues to be your source for solutions.

For even faster searches, you can go direct to a brand site by sim-
ply entering the brand name. Entering www.masterpowertools.
com takes you directly to the Master Power brand site.

What is the future of www.coopertools.com? A dynamic site continuing to focus on your need for up-to-
date information on the latest Cooper Tools’ offerings that you can access anytime you need...twenty-four 
hours a day, seven days a week!

Cooper Tools On The Web!
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Cooper Industries, Ltd.
600 Travis, Ste. 5800
Houston, TX 77002-1001
P: 713-209-8400
www.cooperindustries.com

Cooper Tools
P.O. Box 1410
Lexington, SC 29071-1410
USA
Phone: 800-845-5629
            803-359-1200
Fax: 803-359-0822

Cooper (China) Co., Ltd.
955 Sheng Li Road,
Heqing Pudong, Shanghai
China 201201
Tel: +86-21-28994176
      +86-21-28994177
Fax: + 86-21-51118446

Cooper Power Tools
GmbH & Co. OHG
Postfach 30
D-73461 Westhausen
Germany
Phone: +49 (0) 73 63/ 81-0
Fax: +49 (0) 73 63/ 81-222
HTWE.sales
@cooperindustries.com

Cooper Tools Hungária Kft.
Berkenyefa sor 7
H-9027 Györ
Hungary
Tel: +36-96-505 300
Fax: +36-96-505 301

Cooper Power Tools SAS
Zone industrielle – B.P. 28
77831 Ozoir-la-Ferrière Cedex
France
Téléphone: +33-1-6443-2200
Téléfax: +33-1-6440-1717

Cooper Tools 
de México S.A. de C.V.
Libramiento La Joya No. 1 
Bodega No. 2
Esq. Politécnico 
Barrio San José
Cuautitlán, Edo de México 
C.P. 54870
Phone: +52-55-5899-9510
Fax: +52-55-5870-5012

Cooper Tools Industrial Ltda.
Av. Liberdade, 4055
Zona Industrial - Iporanga
18087-170 Sorocaba, SP 
Brazil
Tel: +55-15-3238-3929
Fax: +55-15-228-3260

Cooper Tools
4121 North Atlantic Blvd.
Auburn Hills, MI 48326
USA
Phone: (248) 391-3700
Fax: (248) 391-7824

Cooper Tools
5925 McLaughlin Road
Mississauga, Ontario
Canada L5R 1B8
Phone: (905) 501-4785
Fax: (905) 501-4786 www.coopertools.com

Sales & Service Centers

Dallas, TX
Cooper Tools
Sales & Service Center
1470 Post & Paddock
Grand Prairie, TX 75050
Tel:  (972) 641-9563
Fax: (972) 641-9674

Detroit, MI
Cooper Tools
Sales & Service Center
4121 North Atlantic Blvd.
Auburn Hills, MI 48326
Tel:  (248) 391-3700
Fax: (248) 391-6295

Houston, TX
Cooper Tools
Sales & Service Center
6550 West Sam Houston 
Parkway North, Suite 200
Houston, TX 77041
Tel:  (713) 849-2364
Fax: (713) 849-2047

Lexington, SC
Cooper Tools
670 Industrial Drive
Lexington, SC 29072
Tel:  (800) 845-5629
Tel:  (803) 359-1200
Fax: (803) 358-7681

Seattle, WA
Cooper Tools
Sales & Service Center
2865 152nd Ave N.E. 
Redmond, WA 98052
Tel:  (425) 497-0476
Fax: (425) 497-0496

York, PA
Cooper Tools
Sales & Service Center
3990 East Market Street
York, PA 17402
Tel:  (717) 755-2933
Fax: (717) 757-5063

Canada
Cooper Tools
Sales & Service Center
5925 McLaughlin Road
Mississauga, Ont. L5R 1B8  
Canada
Tel:  (905) 501-4785
Fax: (905) 501-4786

Note: All locations may not service all products. Please contact the nearest Sales & Service Center for the 
appropriate facility to handle your service requirements.
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